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To Whom It May Concern:

This is a compilation of Innovative’s DSL service over approximately 1-year. Even
though this is about 1 2 years old, I have heard from friends and business associates that
the service is still far below par for this kind of service. It is also still far below what is
advertised by Innovative. In fact my Landlord just changed is service to another dial-up
company because his ViPowemnet (Innovative) DSL service was not working and could
not get a response to his service needs.
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L Netbooster_Log. txt
Fast Retransmission and Recovery support value: 3
support for selective Acknowledgements: True
Data Transfer Start: 11/28/2003 4:25:08 AM
Data Transfer Complete: 11/28/2003 4:25:11 AM
--->Total Data Received: 1024.44 kilobytes
--->Time to Complete Transfer: 00:00:02:750
--->Average Speed: 369.71 kilobytes per second
--->Peak Speed: 424.78 kilobytes per second

SESSION END: 11/28/2003 4:25:16 AM

SESSION START: 12/3/2003 9:13:57 AM

Start Test: 12/3/2003 9:14:00 AM

Test Type: Download 1 megabyte
Operating System: wWindows XP
------------- settings used------------

[1394 Net Adapter% Maximum Transfer unit: 1500
E1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
[Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 32120
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 12/3/2003 9:14:01 AM
pata Transfer Complete: 12/3/2003 9:14:04 AM
--->Total Data Received: 1024.42 kilobytes
--->Time to Complete Transfer: 00:00:03:125
--->Average Speed: 319.16 kilobytes per second
--->Peak Speed: 383.08 kilobytes per second

SESSION END: 12/3/2003 9:14:10 AM

SESSION START: 12/3/2003 9:14:24 AM
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Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 11/27/2003 10:41:22 AM
Data Transfer Complete: 11/27/2003 10:41:31 AM
--->Total Data Received: 1024.25 kilobytes
--->Time to Complete Transfer: 00:00:09:250
--->Average Speed: 106.65 kilobytes per second
--->Peak Speed: 168.00 kilobytes per second

Start Test: 11/27/2003 10:41:34 aM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings Used------------

[1394 Net Adapter] Maximum Transfer unit: 1500

[1394 Net Adagter] Maximum Transfer unit: 1500 ]

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetxXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 32120

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

Data Transfer Start: 11/27/2003 10:41:35 AM

Data Transfer Complete: 11/27/2003 10:41:41 AM

--->Total Data Received: 1024.31 kilobytes

--->Time to Complete Transfer: 00:00:06:062

--->Average Speed: 167.32 kilobytes per second

--->Peak Speed: 248.16 kilobytes per second

SESSION END: 11/27/2003 10:41:47 AM

SESSION START: 11/28/2003 4:25:04 AM

start Test: 11/28/2003 4:25:06 AM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used------------

El394 Net Adapter% Maximum Transfer unit: 1500

1394 Net Adapter] Maximum Transfer unit: 1500

ED-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNELOOTX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 32120

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer Unit: True ]

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options
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Support for Selective Acknowledgements: True

pata Transfer Start: 11/24/2003 8:22:32 PM

Data Transfer Complete: 11/24/2003 8:22:38 PM
--->Total Data Received: 1024.39 kilobytes
--->Time to Complete Transfer: 00:00:05:250
--->Average Speed: 199.39 kilobytes per second
--->Peak Speed: 344.14 kilobytes per second

SESSION END: 11/24/2003 8:22:40 PM

SESSION START: 11/27/2003 9:56:19 AM

Start Test: 11/27/2003 9:56:21 AM
Test Type: Download 1 megabyte
Operating System: Windows XP
------------- Settings Used------------
E1394 Net Adapter} Maximum Transfer Unit: 1500
1394 Net Adapter] Maximum Transfer unit: 1500 .
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
[Linksys LNE1OOTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer Unit: 1500
TCp Receive window: 32120
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True )
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
Data Transfer Start: 11/27/2003 9:56:25 AM
Data Transfer Complete: 11/27/2003 9:56:28 AM
--->Total Data Received: 1024.41 kilobytes
--->Time to Complete Transfer: 00:00:03:438
--->Average Speed: 284.01 kilobytes per second
--->Peak Speed: 368.72 kilobytes per second

SESSION END: 11/27/2003 9:56:34 AM

SESSION START: 11/27/2003 10:41:19 AM

Start Test: 11/27/2003 10:41:21 AM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— Settings Used------------_
1394 Net Adapter% Maximum Transfer unit: 1500
1394 Net Adapter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 i
[Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 32120
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer unit: True
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Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
Data Transfer Start: 11/22/2003 12:48:13 pM
Data Transfer Complete: 11/22/2003 12:48:22 pMm
--->Total Data Received: 1024.11 kilobytes
--->Time to Complete Transfer: 00:00:09:250
--->Average Speed: 107.08 kilobytes per second
--->Peak Speed: 204.14 kilobytes per second

SESSION END: 11/22/2003 12:48:25 PM

SESSION START: 11/24/2003 8:22:13 PM

Start Test: 11/24/2003 8:22:15 PM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings Used-------~----

[1394 Net Adapter] Maximum Transfer unit: 1500

1394 Net Adapter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNEL100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigab1t Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 32120

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Start: 11/24/2003 8:22:16 PM

Data Transfer Complete: 11/24/2003 8:22:21 PM

--->Total Data Received: 1024.43 kilobytes

--->Time to Complete Transfer: 00:00:04:563

--->Average Speed: 221.01 kilobytes per second

--->Peak Speed: 344.14 kilobytes per second

Start Test: 11/24/2003 8:22:32 PM

Test Type: bDownload 1 megabyte

Operating System: windows XP

————————————— settings Used------------

E1394 Net Adapter% Maximum Transfer unit: 1500

1394 Net Adapter] Maximum Transfer unit: 1500

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
ELinksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer uUnit: 1500

Tcp Receive window: 32120

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3
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Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
Data Transfer Start: 11/22/2003 12:12:24 PM
Data Transfer Complete: 11/22/2003 12:12:31 PM
--->Total Data Received: 1024.42 kilobytes
--->Time to Complete Transfer: 00:00:07:188
--->Average Speed: 140.57 kilobytes per second
--->Peak Speed: 512.20 kilobytes per second

SESSION END: 11/22/2003 12:12:33 PM

SESSION START: 11/22/2003 12:47:51 PM

Start Test: 11/22/2003 12:47:53 PM

Test Type: Download 1 megabyte

Operating System: Windows XP

————————————— Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500
1394 Net Adapter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 14600

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

Data Transfer Start: 11/22/2003 12:47:57 PM

Data Transfer Complete: 11/22/2003 12:48:09 PM

--->Total Data Received: 1024.20 kilobytes

--->Time to Complete Transfer: 00:00:11:375

--->Average Speed: 88.71 kilobytes per second

--->Peak Speed: 120.00 kilobytes per second

Start Test: 11/22/2003 12:48:12 PM

Test Type: Download 1 megabyte

Operating System: windows XP

------------- settings Used------------

[1394 Net Adapter] Maximum Transfer unit: 1500

[1394 Net Adapter] maximum Transfer unit: 1500 .

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
ELinksys LNE100TX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 14600

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
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Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings uUsed------=----—
%1394 Net Adapter% Maximum Transfer unit: 1500
1394 Net Adagter Maximum Transfer unit: 1500
ED—Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

Linksys LNE100TX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64

Black Hole Detection: False
Auto-Detect Maximum Transfer uUnit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for selective Acknowledgements: True
Data Transfer Start: 11/22/2003 12:11:55 PM
Data Transfer Complete: 11/22/2003 12:11:59 PM

--->Total Data Received: 1024.43 kilobytes

--->Time to Complete Transfer: 00:00:04:125

--->Average Speed: 238.14 kilobytes per second

--->Peak Speed: 512.20 kilobytes per second

Start Test: 11/22/2003 12:12:01 PM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings used------------
[1394 Net Adapter] Maximum Transfer Unit: 1500
E1394 Net Adapter] Maximum Transfer uUnit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

ELinksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True

Data Transfer Start: 11/22/2003 12:12:02 PM

Data Transfer Complete: 11/22/2003 12:12:18 PM

--->Total Data Received: 1024.46 kilobytes

~--->Time to Complete Transfer: 00:00:16:875

--->Average Speed: 58.65 kilobytes per second

--->Peak Speed: 512.20 kilobytes per second

Start Test: 11/22/2003 12:12:20 PM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings Used------------
E1394 Net Adapter% Maximum Transfer unit: 1500
1394 Net Adapter] Maximum Transfer unit: 1500 ]
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

ELinksys LNE100TX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit:

Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
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support for Selective Acknowledgements: True

Data Transfer Start: 11/22/2003 12:11:30 PM

Data Transfer Complete: 11/22/2003 12:11:32 PM
--->Total Data Received: 1024.34 kilobytes
--->Time to Complete Transfer: 00:00:02:750
--->Average Speed: 350.37 kilobytes per second
--->Peak Speed: 512.20 kilobytes per second

Start Test: 11/22/2003 12:11:35 PM
Test Type: Download 1 megabyte
Operating System: wWindows XP
------------- Settings Used------=-----
E1394 Net Adapter] Maximum Transfer unit: 1500
1394 Net Adapter] Maximum Transfer unit: 1500 ]
[D-L1nk DFE-530TX+ PCI Adapter] maximum Transfer unit: 1500

Linksys LNE100TX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920
Time To Live: 64

Black Hole Detection: False .
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
pata Transfer Start: 11/22/2003 12:11:36 PM
pata Transfer Complete: 11/22/2003 12:11:40 PM

--->Total Data Received: 1024.43 kilobytes

--->Time to Complete Transfer: 00:00:03:687

--->Average Speed: 274.53_kilobytes per second

--->Peak Speed: 512.20 kilobytes per second

Start Test: 11/22/2003 12:11:44 PM

Test Type: Download 1 megabyte

Operating system: windows XP

————————————— Settings Used--~------~--

[1394 Net Adapter% Maximum Transfer Unit: 1500

[1394 Net Adapter] Maximum Transfer unit: 1500

ED—Link DFE-530TX+ PCI Adapter] Maximum Transfer uUnit: 1500

Linksys LNE100TX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False .

Auto-petect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Ssupport for Selective Acknowledgements: True

Data Transfer Start: 11/22/2003 12:11:45 pM

Data Transfer Complete: 11/22/2003 12:11:52 PM

--->Total Data Received: 1024.47 kilobytes

--~>Time to Complete Transfer: 00:00:06:937

--->Average Speed: 154.10 kilobytes per second

--->peak Speed: 512.20 kilobytes per second

Start Test: 11/22/2003 12:11:54 pPMm
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--->Total Data Received: 1024.53 kilobytes
--->Time to Complete Transfer: 00:00:15:563
--->Average Speed: 65.60 kilobytes per second
--->Peak Speed: 162.56 kilobytes per second

SESSION END: 11/4/2003 7:21:34 AM

SESSION START: 11/19/2003 6:31:30 PM

SESSION END: 11/19/2003 6:31:40 PM

SESSION START: 11/22/2003 12:11:03 PM

Start Test: 11/22/2003 12:11:06 PM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used------------_

1394 Net Adapter] Maximum Transfer unit: 1500

1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

Data Transfer Start: 11/22/2003 12:11:11 pPM

pata Transfer Complete: 11/22/2003 12:11:15 PM

--->Total Data Received: 1026.71 kilobytes

--->Time to Complete Transfer: 00:00:03:968

--->Average Speed: 256.12 kilobytes per second

--->Peak Speed: 376.00 kilobytes per second

Start Test: 11/22/2003 12:11:29 pPM

Test Type: Download 1 megabyte

Operating System: windows XP

------------- Settings Used------------

E1394 Net Adapter] Maximum Transfer unit: 1500

1394 Net Adapter] Maximum Transfer unit: 1500 .

ED—Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE100TX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
(Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Page 75



Netbooster_Log. txt
Fast Retransmission and Recovery support value: 3
support for selective Acknowledgements: True
Data Transfer Start: 11/3/2003 11:17:01 PM
pata Transfer Complete: 11/3/2003 11:17:10 PM
--->Total Data Received: 1024.53 kilobytes
--->Time to Complete Transfer: 00:00:08:438
--->Average Speed: 117.66 kilobytes per second
--->pPeak Speed: 202.56 kilobytes per second

Start Test: 11/3/2003 11:17:13 pM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings Used------------

{1394 Net Adapter] Maximum Transfer unit: 1500

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
[Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 32

Maximum number of simultaneous HTTP 1.1 Connections: 32

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Start: 11/3/2003 11:17:14 pMm

Data Transfer Complete: 11/3/2003 11:17:22 PM

--->Total Data Received: 1024.53 kilobytes

--->Time to Complete Transfer: 00:00:08:125

--->Average Speed: 125.32 kilobytes per second

--->Peak Speed: 202.56 kilobytes per second

SESSION END: 11/3/2003 11:17:27 PM

SESSION START: 11/4/2003 7:21:10 AM

Start Test: 11/4/2003 7:21:13 AM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings Used--------=---

[1394 Net Adapter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer Unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer Unit: True .

Maximum number of simultaneous HTTP 1.0 Connections: 32

Maximum number of simultaneous HTTP 1.1 Connections: 32

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Sstart: 11/4/2003 7:21:16 AM

Data Transfer Complete: 11/4/2003 7:21:32 aMm
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Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True

Data Transfer Start: 11/2/2003 11:09:17 AM
SESSION END: 11/2/2003 11:10:25 AM

SESSION START: 11/3/2003 11:16:29 PM

Start Test: 11/3/2003 11:16:33 PM
Test Type: Download 1 megabyte
Operating System: wWindows XP
————————————— Settings Used----------—--
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE100OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer uUnit: True
Maximum number of simultaneous HTTP 1.0 Connections: 32
Maximum number of simultaneous HTTP 1.1 Connections: 32
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
pData Transfer Start: 11/3/2003 11:16:35 PM
Data Transfer Complete: 11/3/2003 11:16:42 PM
--->Total Data Received: 1024.51 kilobytes
--->Time to Complete Transfer: 00:00:06:625
--->Average Speed: 154.32 kilobytes per second
--->Peak Speed: 211.06 kilobytes per second

SESSION END: 11/3/2003 11:16:53 PM

SESSION START: 11/3/2003 11:16:58 PM

Start Test: 11/3/2003 11:17:00 PM
Test Type: Download 1 megabyte
Operating System: windows XP
------------- Settings Used-----~------
1394 Net Adagter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme G1gab1t Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True )
Maximum number of simultaneous HTTP 1.0 Connections: 32
Maximum number of simultaneous HTTP 1.1 Connections: 32
Tcp Options: 1 - window Scaling but no Timestamp Options
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[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
#**Abort Transfer : 11/2/2003 11:07:26 AM
start Test: 11/2/2003 11:07:27 AM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings used------------
[1394 Net Adagter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False )
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
***pbort Transfer : 11/2/2003 11:07:43 AM
start Test: 11/2/2003 11:07:44 AM
Test Type: User Specified Download from http://www.garyfelton.com/recent.html
Operating System: Windows XP
------------- settings Used------------
[1394 Net Adapter] Maximum Transfer uUnit: 1500
ED-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme G1gabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920
Time To Live: 64
Black Hole Detection: False )
Auto-Detect Maximum Transfer uUnit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
pata Transfer Start: 11/2/2003 11:07:47 AaMm
***abort Transfer : 11/2/2003 11:09:15 AM
Start Test: 11/2/2003 11:09:16 AM
Test Type: User Specified Download from http://www.garyfelton.com/recent.html
Operating System: windows XP
————————————— settings Used------=--~-~
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer uUnit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
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Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
pata Transfer Start: 10/24/2003 12:14:08 pPMm
Data Transfer Complete: 10/24/2003 12:14:21 PM
--->Total Data Received: 1024.58 kilobytes
--->Time to Complete Transfer: 00:00:12:562
--->Average Speed: 80.44 kilobytes per second
--->Peak Speed: 151.22 kilobytes per second

SESSION END: 10/24/2003 12:14:23 PM

SESSION START: 11/1/2003 9:59:00 PM

Start Test: 11/1/2003 9:59:04 pMm

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used------------_
1394 Net Adapter] Maximum Transfer unit: 1500 )
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer start: 11/1/2003 9:59:08 PM

Data Transfer Complete: 11/1/2003 9:59:40 PM

--->Total Data Received: 1024.53 kilobytes

--->Time to Complete Transfer: 00:00:32:312

~--->Average Speed: 30.80 kilobytes per second

--->Peak Speed: 173.96 kilobytes per second

SESSION END: 11/1/2003 9:59:43 PMm

SESSION START: 11/2/2003 11:06:47 AM

Start Test: 11/2/2003 11:06:50 AM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings Used----=-------
1394 Net Adagter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
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[1394 Net Adapter] Maximum Transfer unit: 1500 i

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

[Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Start: 10/17/2003 9:13:32 pMm

Data Transfer Complete: 10/17/2003 9:13:43 pM

--->Total Data Received: 500.24 kilobytes

--->Time to Complete Transfer: 00:00:11:125

--->Average Speed: 44.46 kilobytes per second

--->Peak Speed: 136.88 kilobytes per second

Start Test: 10/17/2003 9:13:47 PM
Test Type: Download 1 megabyte
Operating System: windows XP
------------- settings Used-------~----
1394 Net Adapter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OOTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
bata Transfer Start: 10/17/2003 9:13:49 PM
pata Transfer Complete: 10/17/2003 9:14:11 PM
--->Total Data Received: 1024.64 kilobytes
--->Time to Complete Transfer: 00:00:21:687
--->Average Speed: 47.17 kilobytes per second
--->Peak Speed: 136.88 kilobytes per second

SESSION END: 10/17/2003 9:14:14 PM

SESSION START: 10/24/2003 12:14:01 PM

Start Test: 10/24/2003 12:14:05 PM
Test Type: Download 1 megabyte
Operating System: Windows XP
————————————— Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500 )
D-Link DFE-SgOTx+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
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Start Test: 10/16/03 8:44:57 PM™
Test Type: Download 1 megabyte
Operating System: Windows XP
------------- Settings Used-------—----
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer Unit: True i
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Ssupport for Selective Acknowledgements: True
pata Transfer start: 10/16/03 8:44:59 pM
Data Transfer Complete: 10/16/03 8:45:13 PM
--->Total Data Received: 1024.61 kilobytes
--~>Time to Complete Transfer: 00:00:14:125
--->Average Speed: 70.40 kilobytes per second
--->Peak Speed: 188.20 kilobytes per second

SESSION END: 10/16/03 8:45:15 PM

SESSION START: 10/17/2003 9:07:33 PM

Start Test: 10/17/2003 9:07:36 PM

Test Type: Download 500 kilobytes

Operating System: Windows XP

————————————— Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp options: 1 - window scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

*x*pbort Transfer : 10/17/2003 9:08:17 PM
SESSION END: 10/17/2003 9:08:18 PM

SESSION START: 10/17/2003 9:13:26 pM

Start Test: 10/17/2003 9:13:29 PM
Test Type: Download 500 kilobytes
Operating System: Windows XP
------------- Settings Used-----=-==-=-
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SESSION START: 10/8/2003 7:40:53 PM

start Test: 10/8/2003 7:40:56 PM
Test Type: Download 500 kilobytes
Operating System: Windows XP
————————————— settings Used------------
E1394 Net Adapter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer uUnit: 1500
ELinksys LNELOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 10/8/2003 7:41:03 PM
Data Transfer Complete: 10/8/2003 7:41:14 PM
--->Total Data Received: 500.28 kilobytes
~-->Time to Complete Transfer: 00:00:11:125
--->Average Speed: 43.29 kilobytes per second
--->Peak Speed: 125.54 kilobytes per second

SESSION END: 10/8/2003 7:41:16 PM

SESSION START: 10/16/03 8:44:37 PM

Start Test: 10/16/03 8:44:41 PM

Test Type: Download 1 megabyte
Operating System: windows XP
------------- settings Used------------

E139§ Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
[Linksys LNE10OTX Fast Ethernet Adapter(LNELOOTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True

Data Transfer start: 10/16/03 8:44:44 PM

Data Transfer Complete: 10/16/03 8:44:54 PM

--->Total Data Received: 1024.51 kilobytes

--->Time to Complete Transfer: 00:00:10:250

--->Average Speed: 98.40 kilobytes per second

--->Peak Speed: 188.20 kilobytes per second
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Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 10/2/2003 10:02:18 pM
***pbort Transfer : 10/2/2003 10:02:29 P™

SESSION END: 10/2/2003 10:02:30 PM

SESSION START: 10/2/2003 10:02:32 PM

Start Test: 10/2/2003 10:02:36_PM

Test Type: User Specified Download from http://www.garyfelton.com/recent.html
Operating System: windows XP

------------- settings used------------
1394 Net Adagter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

pData Transfer Start: 10/2/2003 10:02:37 PM

***Abort Transfer : 10/2/2003 10:03:05 PM

Start Test: 10/2/2003 10:03:07 PM

Test Type: Download 500 kilobytes

Operating System: windows XP

————————————— settings Used-------~----

[1394 Net Adapter] Maximum Transfer uUnit: 1500 .

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
ELinksys LNE10OTX Fast Ethernet Adapter(LNELOOTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Start: 10/2/2003 10:03:11 PM

Data Transfer Complete: 10/2/2003 10:03:31 PMm

--->Total Data Received: 500.26 kilobytes

--->Time to Complete Transfer: 00:00:19:875

--->Average Speed: 24.93 kilobytes per second

--->Peak Speed: 114.14 kilobytes per second

SESSION END: 10/2/2003 10:03:43 PM
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Start Test: 10/2/2003 10:01:16 PM
Test Type: User Specified Download from http://www.flrst2.com
Operating System: windows XP
————————————— settings Used-----~------
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

Linksys LNE100TX Fast Ethernet Adapter(LNE10OOTX v4)] Maximum Transfer unit:

[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for selective Acknowledgements: True

Data Transfer Start: 10/2/2003 10:01:18 pPMm

Data Transfer Complete: 10/2/2003 10:01:18 PM

--->Total Data Received: 6.17 kilobytes

--->Time to Complete Transfer: 00:00:00:63

--->Average Speed: 0.00 kilobytes per second

--->Peak Speed: 165.40 kilobytes per second

Start Test: 10/2/2003 10:01:46_PM

Test Type: User Specified Download from http://www.garyfelton.com
Operating System: Windows XP

------------- settings Used------------

[1394 Net Adagter] Maximum Transfer unit: 1500

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

ELinksys LNE100OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64

Black Hole Detection: False .
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 10/2/2003 10:01:48 pMm
Data Transfer Complete: 10/2/2003 10:01:48 PM

--->Total Data Received: 5.38 kilobytes

--->Time to Complete Transfer: 00:00:00:313

--->Average Speed: 0.00 kilobytes per second

--->Peak Speed: 165.40 kilobytes per second

start Test: 10/2/2003 10:02:17 P™m

Test Type: User specified Download from http://www.garyfelton.com/recent.html

Operating System: windows XP
------------- settings Used--------~---
1394 Net Adapter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500

Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit:

Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer uUnit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer Unit: True

Page 66

1500

1500

1500



http://www.flrst2.com
http://w.garyfelton.com
http://www.garyfelton.com/recent.html

Netbooster_Log. txt

SESSION START: 10/1/2003 2:50:15 AM

Start Test: 10/1/2003 2:50:18 AM
Test Type: Download 1 megabyte
Operating System: windows XP
------------- settings Used------------
E1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
[Linksys LNE100OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
TCp Receive window: 513920
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for selective Acknowledgements: True
Data Transfer Start: 10/1/2003 2:50:22 AM
pata Transfer Complete: 10/1/2003 2:50:30 AM
--->Total Data Received: 1024.53 kilobytes
--->Time to Complete Transfer: 00:00:08:625
--->Average Speed: 118.50 kilobytes per second
--->Peak Speed: 194.02 kilobytes per second

SESSION END: 10/1/2003 2:50:40 AM

SESSION START: 10/2/2003 10:00:16 PM

Start Test: 10/2/2003 10:00:19 pM

Test Type: Download 1 megabyte

Operating System: windows XP

------------- Settings Used------------

[1394 Net Adapter] Maximum Transfer unit: 1500

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
ELinksys LNE10OTX Fast Ethernet Adapter(LNELOOTX v4)] Maximum Transfer unit: 1500
Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

pata Transfer Start: 10/2/2003 10:00:22 PM

Data Transfer Complete: 10/2/2003 10:01:07 pMm

--->Total Data Received: 1024.53 kilobytes

--->Time to Complete Transfer: 00:00:44:875

--->Average Speed: 22.91 kilobytes per second

--->Peak Speed: 165.40 kilobytes per second
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Start Test: 9/30/2003 7:45:24 AM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings Used------------
1394 Net Adagter] Maximum Transfer unit: 1500 )
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True )
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 9/30/2003 7:45:27 AM
***abort Transfer : 9/30/2003 7:45:45 AM
Data Transfer Complete: 9/30/2003 7:45:45 AM
--->Total Data Received: 66.81 kilobytes
--->Time to Complete Transfer: 00:00:18:500
--->Average Speed: 3.61 kilobytes per second
--->Peak Speed: 17.12 kilobytes per second

SESSION END: 9/30/2003 7:45:47 AM

SESSION START: 9/30/2003 8:24:52 AM

Start Test: 9/30/2003 8:24:54 AM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— Settings ysed------------
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme G1gab1t Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 256960
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
pData Transfer Start: 9/30/2003 8:24:58 AM
Data Transfer Complete: 9/30/2003 8:25:22 AM
--->Total Data Received: 1024.55 kilobytes
--->Time to Complete Transfer: 00:00:23:813
--->Average Speed: 42.12 kilobytes per second
--->Peak Speed: 131.18 kilobytes per second

SESSION END: 9/30/2003 8:25:23 AM
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Test Type: Download 1 megabyte
Operating System: windows XP
————————————— settings uUsed------------
E1394 Net Adapter] Maximum Transfer unit: 1500 )
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
ELinksys LNE1OOTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 256960
Time To Live: 64
Black Hole Detection: False ]
Auto-Detect Maximum Transfer uUnit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 9/30/2003 6:30:46 AM
Data Transfer Complete: 9/30/2003 6:30:59 AM
--->Total Data Received: 1024.51 kilobytes
--->Time to Complete Transfer: 00:00:13:125
--->Average Speed: 78.00 kilobytes per second
--->peak Speed: 145.46 kilobytes per second

SESSION END: 9/30/2003 6:31:03 AM

SESSION START: 9/30/2003 7:41:54 AM

Start Test: 9/30/2003 7:41:57 AM

Test Type: Download 1 megabyte

Operating System: windows XP

------------- Settings Used------------

[1394 Net Adagter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 i
Linksys LNE10OTX Fast Ethernet Adapter(LNE1OOTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme G1gab1t Ethernet] Maximum Transfer unit: 1500

Tcp Receive Window: 25

960
Time To Live: 64
Black Hole petection: False
Auto-Detect Maximum Transfer unit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 9/30/2003 7:42:01 AM
#%**pbort Transfer : 9/30/2003 7:42:21 AM
pata Transfer Complete: 9/30/2003 7:42:21 AM
--->Total Data Received: 199.42 kilobytes
--->Time to Complete Transfer: 00:00:19:500
--->Average Speed: 10.23 kilobytes per second
--->Peak Speed: 114.06 kilobytes per second

SESSION END: 9/30/2003 7:42:21 AM

SESSION START: 9/30/2003 7:45:22 AM
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————————————— settings Used---------~--
[1394 Net Adapter] Maximum Transfer Unit: 1500
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
ELinksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 256960
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
support for Selective Acknowledgements: True
Data Transfer Start: 9/26/2003 7:17:28 AM
Data Transfer Complete: 9/26/2003 7:18:10 AMm
--->Total Data Received: 500.20 kilobytes
--->Time to Complete Transfer: 00:00:41:750
-~->Average Speed: 11.58 kilobytes per second
--->Peak Speed: 131.18 kilobytes per second

SESSION END: 9/26/2003 7:19:43 AM

SESSION START: 9/28/2003 8:10:40 PM

Start Test: 9/28/2003 8:10:44 PM

Test Type: Download 500 kilobytes

Operating System: Windows XP

————————————— settings Used------------_

[1394 Net Adagter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme G1gabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive wWindow: 256960

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

Data Transfer Start: 9/28/2003 8:10:49 PM

pData Transfer Complete: 9/28/2003 8:10:59 PM

--->Total Data Received: 500.25 kilobytes

--->Time to Complete Transfer: 00:00:10:125

--->Average Speed: 47.75 kilobytes per second

--->Peak Speed: 188.04 kilobytes per second

SESSION END: 9/28/2003 8:11:01 pM

SESSION START: 9/30/2003 6:30:38 AM

Start Test: 9/30/2003 6:30:42 AM
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1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE100OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme G1gabit Ethernet] Maximum Transfer unit: 1500

TCp Receive window: 256960

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

***Abort Transfer : 9/26/2003 7:16:48 AM

start Test: 9/26/2003 7:16:49 AM

Test Type: User Specified Download from http://www.flrst2.com

Operating System: windows XP

————————————— Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 256960

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

***aAbort Transfer : 9/26/2003 7:17:05 AM

Start Test: 9/26/2003 7:17:09 AM

Test Type: Download 100 kilobytes

Operating System: windows XP

------------- Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNELOOTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 256960

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

support for Selective Acknowledgements: True

Data Transfer Start: 9/26/2003 7:17:15 AM

Data Transfer Complete: 9/26/2003 7:17:20 AM

--->Total Data Received: 100.06 kilobytes

--->Time to Complete Transfer: 00:00:05:125

--->Average Speed: 17.64 kilobytes per second

--->Peak Speed: 31.38 kilobytes per second

start Test: 9/26/2003 7:17:23 AM
Test Type: Download 500 kilobytes
Operating System: windows XP
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ELinksys LNEL10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 256960
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
pata Transfer Start: 9/24/2003 7:24:14 PM
Data Transfer Complete: 9/24/2003 7:24:36 PM
--->Total Data Received: 1024.63 kilobytes
--->Time to Complete Transfer: 00:00:22:125
--->Average Speed: 45.45 kilobytes per second
--->Peak Speed: 131.17 kilobytes per second

SESSION END: 9/24/2003 7:24:43 PM

SESSION START: 9/25/2003 4:34:53 PM

Start Test: 9/25/2003 4:34:56 PM™

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings used------------

E1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
EL1nksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 256960

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer unit: True .

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: 3

Support for Selective Acknowledgements: True

Data Transfer Start: 9/25/2003 4:34:59 PM

Data Transfer Complete: 9/25/2003 4:35:10 PM

--->Total Data Received: 1024.51 kilobytes

--->Time to Complete Transfer: 00:00:10:875

--->Average Speed: 92.09 kilobytes per second

--->Peak Speed: 174.00 kilobytes per second

SESSION END: 9/25/2003 4:35:15 PM

SESSION START: 9/26/2003 7:15:54 AM

Start Test: 9/26/2003 7:15:58 AM

Test Type: Download 500 kilobytes
Operating System: windows XP
————————————— settings Used--------~--~




. Netbooster_Log.txt
Operating System: Windows XP
------------- Settings Used------~~-----
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
Linksys LNE10OTX Fast Ethernet Adapter(LNE100OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 256960
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - Window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
Data Transfer Start: 9/21/2003 11:08:50 AM
Data Transfer Complete: 9/21/2003 11:08:51 AM
--->Total Data Received: 6311 bytes
~-->Time to Complete Transfer: 00:00:00:313
-~->Average Speed: O bytes per second
--->Peak Speed: O bytes per second

SESSION END: 9/21/2003 11:08:52 AM

SESSION START: 9/24/2003 7:23:49 pM

Start Test: 9/24/2003 7:23:54 PM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— Settings uUsed------------
1394 Net Adagter] Maximum Transfer unit: 1500 .
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXxtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 256960
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer Unit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: 3
Support for Selective Acknowledgements: True
Data Transfer Start: 9/24/2003 7:24:01 PMm
***Abort Transfer : 9/24/2003 7:24:08 PM
Data Transfer Complete: 9/24/2003 7:24:08 PMm
--->Total Data Received: 180757 bytes
--->Time to Complete Transfer: 00:00:06:750
--->Average Speed: 27584 bytes per second
--->Peak Speed: 134320 bytes per second

Start Test: 9/24/2003 7:24:10 PM

Test Type: Download 1 megabyte

Operating System: Windows XP

————————————— settings Used------=-----

[1394 Net Adapter] Maximum Transfer unit: 1500 .
[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500
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